
Elektr ischer 
4-Rad-Gabelstapler 

ES4A PRO Serie (4000 -  5000 kg)





Ausgeklügeltes ergonomisches Konzept

Angenehmes Fahrverhalten

Einfache Wartung

Bedienerfreundliches 
Konzept

4-RAD-GABELSTAPLER SERIE ES4A PRO

DIE SERIE ES4A PRO UMFASST MODELLE DER KLASSE 4,0 - 5,0 
TO. DIE LITHIUMBATTERIE VON CATL ERMÖGLICHT EINE HOHE FAHR- UND 

HUBGESCHWINDIGKEIT. DAS AUSGEKLÜGELTE ERGONOMISCHE 

KONZEPT VERKNÜPFT EINFACHE BEDIENUNG
MIT EINEM HÖCHSTMASS AN SICHERHEIT.



KRONOS HIGHLIGHTS

Übergroße 
Trittstufen

Ideal im Blickwinkel
des Fahrers

Fingertipp oder Kreuzhebel 
(FTI) am mechanischem 
Bedienhebel (optional)

Hervorragende
Durchsicht

Großer
Haltegriff

Bequeme
Sitzposition

35% größerer 
Bewegungsraum 
als gewöhnlich

50% mehr Beinfreiheit
& niedrige Einstiegshöhe

400 mm/s 
Hubgeschwindigkeit bei 

maximaler Tragkraft

SPE 
Leistungsauswahl

Leistungsstarke Dual-Drive-Motoren 
V: max. 15km/h, Steigung: max. 15%

Arbeitsgangbreite 3,27 m
sehr kompaktes & ergonomisch 

großzügiges Gerät

Unterflur Lithium-Ionen-Architektur
Sehr niedriger Schwerpunkt reduziert das  

Eigengewicht bei gleicher Stabilität um etwa 5%

Hochleistungsbatterie  
» tieftemperaturfähig 

 » wartungsfrei
» schnellladefähig



SCHNELLE AUFLADUNG SPART BARES GELD

80%

Bis zu 80% Kostensenkung pro Service-Zyklus. 
Die KRONOS CATL Lithium-Ionen-Batterien sind vielfach  
effizienter, verglichen mit gewöhnlichen Blei-Säure-Batterien.

Gabelstapler mit normalem 
Blei-Säure Batterien

KRONOS-Stapler mit 
CATL Lithium-Ionen-Batterie 80%

75%

Bis zu 75% günstiger als Gabelstapler mit Verbrennermotor.
KRONOS Elektrostapler sind herkömmlichen kraftstoffbetriebenen Staplern  
kostentechnisch dauerhaft klar überlegen. 

Gabelstapler mit Kraftstoff-
antrieb

KRONOS-Stapler mit 
CATL Lithium-Ionen-Batterie 75%

10 JAHRE LEBENSDAUER.
Unter normalen Lade- und Entladebedingungen besitzen CATL Lithium-Akkus eine Rückhalterate 
von > 75% und eine Lebensdauer von mindestens 10 Jahren bei 4000 Lade- und Entladezyklen.

4000
LADEZYKLEN 75% LI-ION

5 
Ja

hr
e 

Garantie auf die Batterie

2h 10h

Volle Ladung erzielt bei:

KRONOS Lithium-
Ionen-Gabelstapler

Gabelstapler 
mit Blei-Säure-Batterie

Batteriekapazität

16 - 43 kWh

Enorme Batteriekapazität:

RASANTER LADEVORGANG = JEDERZEIT BETRIEBSBEREIT.



SPEZIFIKATION ES4A PRO SERIE
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KRONOSManufacturer 

Manufacturers type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Load capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, super elastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard STD.

Seat height/stand height

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200 Lengthways

Turning radius

Internal turning radius

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Max. Drawbar pull, laden/unladen

Gradeability, laden/unladen

Acceleration time, laden/unladen (0-10m)

Service brake

Parking brake

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery voltage, Std.

Battery voltage, Opt.

Min. battery weight

Max. battery weight

Type of drive control

Manufacturer

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Sound level at the driver´s ear according to EN / DIN 12 053

Towing coupling, type DIN

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.6

5.7

5.9

5.10

5.11

6.1

6.2

6.3

6.5

8.1

9.1

10.1

10.2

10.3

10.7

10.8

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1 (mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

N

%

s

kW

kW

V/Ah

V/Ah

kg

kg

bar

l/min

liter

dB (A)

ES4A Pro 400-50 / 309-173

Electric

Seated

4000

500

545

2000

6150

8995/1155

2585/3565

 Pneumatic

8.25-15-14PR

7.00-12-12PR

2x/2

1160

1130

6/12

2245

160

3000

4170

2300

1280

660

4035

2965

1420

50/150/1070

ISO2328 3A

1250

310~1200

170

200

4435

4235

2650

750

24/25

0.480/0.560

0.410/0.420

28000/30000

30000

23/25

4.8/4.7

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

4500

500

550

2000

6350

9645/1205

2670/3680

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2245

160

3000

4170

2300

1280

660

4040

2970

1490

50/150/1070

ISO2328 3A

1250

310~1200

170

200

4435

4235

2650

750

24/25

0.480/0.560

0.410/0.420

29000/31000

31000

23/25

4.9/4.8

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

5000

500

555

2000

6750

10390/1350

2870/3880

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2245

160

3000

4170

2300

1280

660

4090

3020

1490

55/150/1070

ISO2328 4A

1250

310~1200

170

200

4485

4285

2700

750

24/25

0.460/0.520

0.410/0.420

30000/33000

33000

23/25

4.9/4.8

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

5000

600

585

2000

7100

10710/1390

3020/4080

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2495

160

3000

4400

2300

1280

660

4255

3050

1490

60/150/1220

ISO2328 4A

1250

310~1200

170

200

4485

4285

2700

750

24/25

0.460/0.520

0.410/0.420

31000/35000

35000

23/25

5.0/4.9

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

5t

mini5t

Load centre(mm)

4.5t

4.0t

Capacity(kg)

ES4A Pro 450-50 / 309-173 ES4A Pro 500-50 / 309-173 ES4A Pro 500-60 / 309-173

Kronos ES4A Pro - Serie (4,0 - 5,0 to)



SPEZIFIKATION ES4A PRO SERIE

4.0t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP45M250

XHP45M270

XHP45M300

XHP45M330

XHP45M350

XHP45M360

XHP45M370

XHP45M380

XHP45M400

XHP45M430

XHP45M450

XHP45M480

XHP45M500

XHP45M550

XHP45M600

XHP45U250

XHP45U275

XHP45U300

XHP45U330

XHP45U350

XHP45U360

XHP45U370

XHP45N400

XHP45N430

XHP45N450

XHP45N470

XHP45N480

XHP45N500

XHP45N550

XHP45N600

XHP45N650

XHP45N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3670

3870

4170

4470

4670

4770

4870

4970

5170

5470

5670

5970

6170

6670

7170

3670

3920

4170

4470

4670

4770

4870

5170

5470

5685

5870

5970

6170

6670

7180

7680

8175

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4850

5155

5365

5550

5650

5855

6355

6865

7365

7860

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

809

933

1055

1205

1309

1359

1409

912

1012

1080

1142

1172

1242

1408

1622

1812

1988

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1229

1329

1395

1459

1489

1559

1724

1939

2129

2304

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

3600

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3800

3700

3600

3400

3000

kg

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

3600

3400

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

4.5t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP45M250

XHP45M270

XHP45M300

XHP45M330

XHP45M350

XHP45M360

XHP45M370

XHP45M380

XHP45M400

XHP45M430

XHP45M450

XHP45M480

XHP45M500

XHP45M550

XHP45M600

XHP45U250

XHP45U275

XHP45U300

XHP45U330

XHP45U350

XHP45U360

XHP45U370

XHP45N400

XHP45N430

XHP45N450

XHP45N470

XHP45N480

XHP45N500

XHP45N550

XHP45N600

XHP45N650

XHP45N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3670

3870

4170

4470

4670

4770

4870

4970

5170

5470

5670

5970

6170

6670

7170

3670

3920

4170

4470

4670

4770

4870

5170

5470

5685

5870

5970

6170

6670

7180

7680

8175

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4850

5155

5365

5550

5650

5855

6355

6865

7365

7860

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

809

933

1055

1205

1309

1359

1409

912

1012

1080

1142

1172

1242

1408

1622

1812

1988

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1229

1329

1395

1459

1489

1559

1724

1939

2129

2304

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4450

4450

4000

3600

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4300

4300

4250

4200

3800

3600

3200

kg

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4200

3800

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4400

4300

4250

4000

3800

3400

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

5.0t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHPX50M250

XHPX50M270

XHPX50M300

XHPX50M330

XHPX50M350

XHPX50M360

XHPX50M370

XHPX50M380

XHPX50M400

XHPX50M430

XHPX50M450

XHPX50M480

XHPX50M500

XHPX50M550

XHPX50M600

XHPX50U250

XHPX50U275

XHPX50U300

XHPX50U330

XHPX50U350

XHPX50U360

XHPX50U370

XHPX50N400

XHPX50N430

XHPX50N450

XHPX50N470

XHPX50N480

XHPX50N500

XHPX50N550

XHPX50N600

XHPX50N650

XHPX50N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3870

4070

4370

4670

4870

4970

5070

5170

5370

5670

5870

6170

6370

6870

7370

3865

4115

4365

4665

4865

4965

5065

5365

5665

5880

6070

6170

6370

6870

7380

7880

8375

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4860

5160

5370

5560

5660

5860

6360

6870

7370

7865

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

610

735

860

1010

1110

1160

1210

715

815

883

945

975

1045

1210

1425

1615

1790

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1222

1322

1390

1452

1482

1552

1718

1932

2123

2298

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4700

4400

4000

4990

4990

4990

4990

4990

4990

4990

4990

4990

4800

4700

4700

4500

4400

4100

3900

3500

kg

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4700

4200

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4800

4800

4700

4500

4400

4100

3800

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

5.0t Mast Specification

Type Model

Capacity

load capacity at 600mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP55M250

XHP55M270

XHP55M300

XHP55M330

XHP55M350

XHP55M360

XHP55M370

XHP55M380

XHP55M400

XHP55M430

XHP55M450

XHP55M480

XHP55M500

XHP55M550

XHP55M600

XHP55U250

XHP55U275

XHP55U300

XHP55U330

XHP55U350

XHP55U360

XHP55U370

XHP55N400

XHP55N430

XHP55N450

XHP55N470

XHP55N480

XHP55N500

XHP55N550

XHP55N600

XHP55N650

XHP55N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2700

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

2245

2345

2495

2645

2745

2795

2845

2895

2995

3145

3245

3445

3560

3820

4085

2226

2350

2476

2626

2726

2776

2826

2305

2405

2470

2535

2570

2635

2805

3020

3200

3375

mm

3900

4100

4400

4700

4900

5000

5100

5200

5400

5700

5900

6200

6400

6900

7400

3900

4150

4400

4700

4900

5000

5100

5400

5700

5900

6100

6200

6400

6900

7400

7900

8400

mm

3580

3780

4080

4380

4580

4680

4780

4880

5080

5380

5580

5880

6080

6580

7080

3615

3865

4115

4415

4615

4715

4815

5110

5410

5610

5810

5910

6110

6610

7110

7610

8110

mm

170

170

170

170

170

170

170

170

170

170

170

170

170

170

170

829

953

1079

1229

1329

1379

1429

910

1010

1075

1140

1175

1240

1410

1625

1805

1980

mm

170

170

170

170

170

170

170

170

170

170

170

170

170

170

170

1112

1236

1362

1512

1612

1662

1712

1195

1295

1360

1425

1460

1525

1695

1910

2090

2265

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4700

4400

4000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4800

4700

4700

4500

4400

4100

3900

3500

kg

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4700

4200

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4800

4800

4700

4500

4400

4100

3800

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest



SPEZIFIKATION ES4A PRO SERIE

4.0t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP45M250

XHP45M270

XHP45M300

XHP45M330

XHP45M350

XHP45M360

XHP45M370

XHP45M380

XHP45M400

XHP45M430

XHP45M450

XHP45M480

XHP45M500

XHP45M550

XHP45M600

XHP45U250

XHP45U275

XHP45U300

XHP45U330

XHP45U350

XHP45U360

XHP45U370

XHP45N400

XHP45N430

XHP45N450

XHP45N470

XHP45N480

XHP45N500

XHP45N550

XHP45N600

XHP45N650

XHP45N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3670

3870

4170

4470

4670

4770

4870

4970

5170

5470

5670

5970

6170

6670

7170

3670

3920

4170

4470

4670

4770

4870

5170

5470

5685

5870

5970

6170

6670

7180

7680

8175

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4850

5155

5365

5550

5650

5855

6355

6865

7365

7860

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

809

933

1055

1205

1309

1359

1409

912

1012

1080

1142

1172

1242

1408

1622

1812

1988

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1229

1329

1395

1459

1489

1559

1724

1939

2129

2304

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

3600

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3800

3700

3600

3400

3000

kg

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

4000

3700

3600

3400

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

4.5t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP45M250

XHP45M270

XHP45M300

XHP45M330

XHP45M350

XHP45M360

XHP45M370

XHP45M380

XHP45M400

XHP45M430

XHP45M450

XHP45M480

XHP45M500

XHP45M550

XHP45M600

XHP45U250

XHP45U275

XHP45U300

XHP45U330

XHP45U350

XHP45U360

XHP45U370

XHP45N400

XHP45N430

XHP45N450

XHP45N470

XHP45N480

XHP45N500

XHP45N550

XHP45N600

XHP45N650

XHP45N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3670

3870

4170

4470

4670

4770

4870

4970

5170

5470

5670

5970

6170

6670

7170

3670

3920

4170

4470

4670

4770

4870

5170

5470

5685

5870

5970

6170

6670

7180

7680

8175

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4850

5155

5365

5550

5650

5855

6355

6865

7365

7860

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

809

933

1055

1205

1309

1359

1409

912

1012

1080

1142

1172

1242

1408

1622

1812

1988

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1229

1329

1395

1459

1489

1559

1724

1939

2129

2304

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4450

4450

4000

3600

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4300

4300

4250

4200

3800

3600

3200

kg

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4200

3800

4500

4500

4500

4500

4500

4500

4500

4500

4500

4500

4400

4400

4300

4250

4000

3800

3400

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

5.0t Mast Specification

Type Model

Capacity

load capacity at 500mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHPX50M250

XHPX50M270

XHPX50M300

XHPX50M330

XHPX50M350

XHPX50M360

XHPX50M370

XHPX50M380

XHPX50M400

XHPX50M430

XHPX50M450

XHPX50M480

XHPX50M500

XHPX50M550

XHPX50M600

XHPX50U250

XHPX50U275

XHPX50U300

XHPX50U330

XHPX50U350

XHPX50U360

XHPX50U370

XHPX50N400

XHPX50N430

XHPX50N450

XHPX50N470

XHPX50N480

XHPX50N500

XHPX50N550

XHPX50N600

XHPX50N650

XHPX50N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2750

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

1995

2095

2245

2395

2495

2545

2595

2645

2795

2960

3070

3235

3345

3620

3895

1976

2100

2226

2376

2476

2526

2576

2080

2180

2248

2310

2340

2410

2575

2790

2980

3155

mm

3870

4070

4370

4670

4870

4970

5070

5170

5370

5670

5870

6170

6370

6870

7370

3865

4115

4365

4665

4865

4965

5065

5365

5665

5880

6070

6170

6370

6870

7380

7880

8375

mm

3330

3530

3830

4130

4330

4430

4530

4630

4830

5130

5330

5630

5830

6330

6830

3365

3615

3865

4165

4365

4465

4565

4860

5160

5370

5560

5660

5860

6360

6870

7370

7865

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

610

735

860

1010

1110

1160

1210

715

815

883

945

975

1045

1210

1425

1615

1790

mm

160

160

160

160

160

160

160

160

160

160

160

160

160

160

160

1114

1238

1364

1514

1614

1664

1714

1222

1322

1390

1452

1482

1552

1718

1932

2123

2298

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4700

4400

4000

4990

4990

4990

4990

4990

4990

4990

4990

4990

4800

4700

4700

4500

4400

4100

3900

3500

kg

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4700

4200

4990

4990

4990

4990

4990

4990

4990

4990

4990

4990

4800

4800

4700

4500

4400

4100

3800

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest

5.0t Mast Specification

Type Model

Capacity

load capacity at 600mmMax. Fork 
Height F R

Overall height Free lift Tilt range

ST
D 

.D
up

le
x

Fu
ll 

Fr
ee

 L
ift

Tr
ip

le
x

XHP55M250

XHP55M270

XHP55M300

XHP55M330

XHP55M350

XHP55M360

XHP55M370

XHP55M380

XHP55M400

XHP55M430

XHP55M450

XHP55M480

XHP55M500

XHP55M550

XHP55M600

XHP55U250

XHP55U275

XHP55U300

XHP55U330

XHP55U350

XHP55U360

XHP55U370

XHP55N400

XHP55N430

XHP55N450

XHP55N470

XHP55N480

XHP55N500

XHP55N550

XHP55N600

XHP55N650

XHP55N700

mm

2500

2700

3000

3300

3500

3600

3700

3800

4000

4300

4500

4800

5000

5500

6000

2500

2700

3000

3300

3500

3600

3700

4000

4300

4500

4700

4800

5000

5500

6000

6500

7000

mm

2245

2345

2495

2645

2745

2795

2845

2895

2995

3145

3245

3445

3560

3820

4085

2226

2350

2476

2626

2726

2776

2826

2305

2405

2470

2535

2570

2635

2805

3020

3200

3375

mm

3900

4100

4400

4700

4900

5000

5100

5200

5400

5700

5900

6200

6400

6900

7400

3900

4150

4400

4700

4900

5000

5100

5400

5700

5900

6100

6200

6400

6900

7400

7900

8400

mm

3580

3780

4080

4380

4580

4680

4780

4880

5080

5380

5580

5880

6080

6580

7080

3615

3865

4115

4415

4615

4715

4815

5110

5410

5610

5810

5910

6110

6610

7110

7610

8110

mm

170

170

170

170

170

170

170

170

170

170

170

170

170

170

170

829

953

1079

1229

1329

1379

1429

910

1010

1075

1140

1175

1240

1410

1625

1805

1980

mm

170

170

170

170

170

170

170

170

170

170

170

170

170

170

170

1112

1236

1362

1512

1612

1662

1712

1195

1295

1360

1425

1460

1525

1695

1910

2090

2265

(°)

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

6

6

6

6

6

6

6

6

6

6

6

6

6

3

3

3

3

(°)

12

12

12

12

12

12

12

12

12

6

6

6

12

6

6

12

12

12

12

12

12

12

12

6

6

6

6

6

6

6

6

6

kg

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4700

4400

4000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4800

4700

4700

4500

4400

4100

3900

3500

kg

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4700

4200

5000

5000

5000

5000

5000

5000

5000

5000

5000

5000

4800

4800

4700

4500

4400

4100

3800

Lowered Without
backrest

Without
backrest Single tire Double tire

With
backrest

With
backrest



SPEZIFIKATION ES4A PRO SERIE

Di
st

in
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m
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k

W
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 c
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m
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si
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s
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m
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 d

at
a

Ad
di

tio
n 
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ta
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-e
ng

in
e

KRONOSManufacturer 

Manufacturers type designation

Drive: electric (battery or mains), diesel, petrol, fuel gas

Operator type: hand, pedestrian, standing, seated, order-picker

Load capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight

Axle loading, laden front/rear

Axle loading, unladen front/rear

Tyres: solid rubber, super elastic, pneumatic, polyurethane

Tyre size, front

Tyre size, rear

Wheels, number front rear (x = driven wheels)

Tread, front

Tread, rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard STD.

Seat height/stand height

Coupling height

Overall length

Length to face of forks

Overall width

Fork dimensions

Fork carriage DIN 15 173 --- ISO 2328, class/type A,B

Fork-carriage width

Distance between fork-arms

Ground clearance, laden, below mast

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200 Lengthways

Turning radius

Internal turning radius

Travel speed, laden/unladen

Lift speed, laden/unladen

Lowering speed, laden/unladen

Drawbar pull, laden/unladen

Max. Drawbar pull, laden/unladen

Gradeability, laden/unladen

Acceleration time, laden/unladen (0-10m)

Service brake

Parking brake

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery voltage, Std.

Battery voltage, Opt.

Min. battery weight

Max. battery weight

Type of drive control

Manufacturer

Operating pressure for attachments

Oil volume for attachments

Hydraulic Tank - capacity (drain & refill)

Sound level at the driver´s ear according to EN / DIN 12 053

Towing coupling, type DIN

1.1

1.2

1.3

1.4

1.5

1.6

1.8

1.9

2.1

2.2

2.3

3.1

3.2

3.3

3.5

3.6

3.7

4.1

4.2

4.3

4.4

4.5

4.7

4.8

4.12

4.19

4.20

4.21

4.22

4.23

4.24

4.25

4.31

4.32

4.34.1

4.34.2

4.35

4.36

5.1

5.2

5.3

5.5

5.6

5.7

5.9

5.10

5.11

6.1

6.2

6.3

6.5

8.1

9.1

10.1

10.2

10.3

10.7

10.8

Q (kg)

c (mm)

x (mm)

y (mm)

kg

kg

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

h10 (mm)

l1 (mm)

l2 (mm)

b1 (mm)

s/e/l (mm)

b3 (mm)

b5 (mm)

m1 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

b13 (mm)

km/h

m/s

m/s

N

N

%

s

kW

kW

V/Ah

V/Ah

kg

kg

bar

l/min

liter

dB (A)

ES4A Pro 400-50 / 309-173

Electric

Seated

4000

500

545

2000

6150

8995/1155

2585/3565

 Pneumatic

8.25-15-14PR

7.00-12-12PR

2x/2

1160

1130

6/12

2245

160

3000

4170

2300

1280

660

4035

2965

1420

50/150/1070

ISO2328 3A

1250

310~1200

170

200

4435

4235

2650

750

24/25

0.480/0.560

0.410/0.420

28000/30000

30000

23/25

4.8/4.7

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

4500

500

550

2000

6350

9645/1205

2670/3680

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2245

160

3000

4170

2300

1280

660

4040

2970

1490

50/150/1070

ISO2328 3A

1250

310~1200

170

200

4435

4235

2650

750

24/25

0.480/0.560

0.410/0.420

29000/31000

31000

23/25

4.9/4.8

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

5000

500

555

2000

6750

10390/1350

2870/3880

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2245

160

3000

4170

2300

1280

660

4090

3020

1490

55/150/1070

ISO2328 4A

1250

310~1200

170

200

4485

4285

2700

750

24/25

0.460/0.520

0.410/0.420

30000/33000

33000

23/25

4.9/4.8

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

Electric

Seated

5000

600

585

2000

7100

10710/1390

3020/4080

 Pneumatic

300-15-18PR

7.00-12-12PR

2x/2

1190

1130

6/12

2495

160

3000

4400

2300

1280

660

4255

3050

1490

60/150/1220

ISO2328 4A

1250

310~1200

170

200

4485

4285

2700

750

24/25

0.460/0.520

0.410/0.420

31000/35000

35000

23/25

5.0/4.9

Hydraulic

Mechanical

30AC

35AC

309/173

309/228

500

650

MOSFET/AC

Enpower

185

36

42L

72

Φ35 Pin

5t

mini5t

Load centre(mm)

4.5t

4.0t

Capacity(kg)

ES4A Pro 450-50 / 309-173 ES4A Pro 500-50 / 309-173 ES4A Pro 500-60 / 309-173

Kronos ES4A Pro - Serie (4,0 - 5,0 to)
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